















INDEXING OF TOPOGRAPHICAL PRIMARY FACTOR  




Ryo MUKAI  




The canals were built mainly in the 18th century in France. It was necessary to go over the mountains to 
make a navigation. A lot of locks were built there. After then, railroads were developed quickly. The tunnel 
technology progressed accordingly. The trains could go to the destination directly. Later, highway could go 
to the destination more directly. The relationships between such geographical features and the transportation 
route development are discussed through indexing process.  





























































































































































































ータに SRTM-3の Z値を付与する．  
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は全体の 25％程度である．本川である次数 1は 8%に過ぎ
ず，最初の支川である次数 2が 32%と多くを占めた． 
次に河川に接続する運河が，どの次数の河川に接続し
ているかの割合を示す(表 2)．次数 2 が 28%と最も高く，


































総計 4388 100%  
 
図 5 五大河川の流域と人工運河 
 
 
図 6 セーヌ川水系流域の河川勾配と運河 
 
 






























図 8 パリ-ストラスブール間の運河と閘門(平野部) 
 
 












分布特化率( )  
経路全体の平均分布頻度(  個)
勾配別の分布頻度(  個)





図 10 パリ-ストラスブールの閘門の分布特化率 
 
 
図 11 パリ-リヨンの閘門の分布特化率 
 
この式を用いて，パリ－ストラスブール間の分布特化
































































































































図 12 河川の標高を用いて作成した河川面 
 
 
























図 13 運河面と河川面との差分 
 
 
図 15 高速道路面と河川面との差分 
 
 




















































































































































図 22 運河の相対標高とトンネル 
 
 







































































































































































































































































































































図 20 パリ-ストラスブー 
ルの鉄道の相対標高分布 
 















図 24 運河の相対標高断面図とトンネルの分布 
 
 

















































輸と経済第 70巻第 2号，2010 
3)西川了一：「フランスの高速道路政策(上)」，高速道











第 6号，2009   
8)亀田泰武：「各地の水辺を訪ねる－7 ブルゴーニュの
運河」，工業用水 No.627，2014 
40m 以上になると
トンネルを建設 
